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Six-fi nger gripper

Schunk Inc. has introduced the O-Ring 
Gripper ORG 85 to its line of end-effec-
tors. The 6-fi nger gripper fi ts O-rings to 
holes as well as shafts. Two triple jaw sets 
move independently from one another. 
The clamping width of the diameter ranges 
from 5 to 150 mm. The only required set-
up operation is the change of gripper fi n-
gers. The stroke of the two sets of triple 
jaws range from 0 to 21 mm for triple jaw 
A and from 0 to 15 mm for triple jaw B.
schunk.com Info Card 386

Stainless linear guide system

Igus Inc. has introduced a stainless steel 
version of its DryLin W compact linear 
guide system. The stainless steel guide sys-
tem can also withstand temperatures up to 
482ºF and is available as a combination of 
two supported round shafts in one bolt-on 
profi le, or a split rail confi guration. The 
single profi le round-rail option eliminates 
shaft alignment and assembly. If the acting 
forces project beyond the slide or space is 
limited, split rails can be assembled at a 90º 
angle.
igus.com Info Card 387

Aluminum-acetal gears

A series of 84 combination aluminum-ac-
etal gears, manufactured by Sterling In-
strument, feature the patented Fairloc inte-
gral hub fastening system which eliminates 
marred shafts. The 20º pressure angle, 
AGMA 010 and ISO Class 7 gears are 
identifi ed as the S1268Z...M series. Units 
offer the noise reduction benefi ts of acetal 
rim gear teeth along with the strength of 
the 2024 aluminum core assembled onto a 
stainless steel hub. The gears are designed 
to mate with hubs which accept shaft di-
ameters from .0900 to .2498 in. Sizes 
range from 21 to 210 teeth with ODs 
ranging from .958 to 4.083 in.
sdp-si.com Info Card 396
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Compact PCB plug-in relays

IDEC has introduced RJ relays available 
with plug-in PC board terminals and 
switching currents up to 16 A. Units are 
said to incorporate a unique return spring 
structure eliminating unnecessary weak 
points, and increasing electrical conductiv-
ity and service life. The relays are available 
in 8, 12 and 16 A switching currents with 
an operational life of 200,000 cycles and a 
mechanical life of 50 million cycles. Both 
SPDT, SPDT-NO, DPDT and DPDT-NO 
confi guration types are available.
idec.com Info Card 389

Sanitary conveyor belting

The AquaPruf 7600 Ultimate Conveyor se-
ries from Dorner Manufacturing comes 
with a positive-driven Mol Industries 
USDA-approved solid urethane belt. The 
series is said to provide users more options 
to operate their conveyors in wet environ-
ments because the positive-driven urethane 
belt will not stretch due to humid condi-
tions, and has no bacteria-harboring hinges 
or pins. The series is driven by sprockets 
that eliminate belt slippage in moisture. 
Loads up to 20 lb/ft2 of belt, lengths be-
tween 3 and 40 ft, widths up to 2 ft and 
speeds up to 233 ft/min are available.
dorner.com Info Card 390

FDA bearings and shafting

LM76 has introduced a broad range of 
FDA and USDA compliant bearings, shaft-
ing, profi le rail and slide systems for equip-
ment that is going to be subjected to the 
contamination of a processing plant, chem-
ical washdowns, corrosive fruit juices, bio-
logical fl uids, and submersion in water or 
sterilizing chemicals. Inch sizes of .25 to 1.5 
in. for bearings and shafting are available.
lm76.com Info Card 398
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