
NEW! Clippard Maximatic® Solenoid
Valves
Clippard’s all-new Solenoid valves are available in two-way,
three-way and four-way configurations in port sizes from #10-
32 to 1/2” NPT. Select either a direct-acting poppet or sole-
noid-controlled pilot operated balanced spool design. Spool

valves are body ported but can be bolted to a parallel circuit manifold.

Maximatic Solenoid Valves are a comprehensive valve offering that maximizes
flow, are competitively priced, and will provide Maximum Value and
Maximum performance.

Call Clippard today at 513-521-4261 or visit
www.clippard.com/maximatic-b to request a
free Maximatic catalog.
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MAXIMUM

NEW! Clippard 10 mm &
15 mm Solenoid Valves
Clippard’s new compact valves offer
many features for design flexibility
especially in applications with limited
space. Available in 2-way or 3-way
configurations, as Normally-Open or

Normally-Closed, flow
rates from 0.5 to 3.0
scfm are available
dependent on the ori-
fice size. Other fea-

tures include highly-visible
LED indicator light and manual

override, quick response time, and mul-
tiple mounting and voltage options.  For
easy installation and versatility, select
from five connector styles.

This all-new line of solenoid valves
offer many possibilities for pneumatic
applications that require a lightweight,
cost-effective miniature valve.

Call 513-521-4261

Clippard Brass Valves
Clippard offers poppet or spool
designs; 2-, 3- or 4-way functions, in
sizes from #3-56 and #10-32 through
1/8” NPT ports; and for pressures up
to 300 psig.  They are available with
solenoid, air pilot, manual and
mechanical actuators.  Mounting
styles include inline, panel mount,
manifold mount or clearance holes for
mounting screws.  When you are
looking for a valve, Clippard’s mini-
matic line of valves provide a com-
plete range of sizes and styles.

www.clippard.com

Push-Quick Fittings
Clippard Push-Quick Fittings provide a
simple method of connecting pneumat-
ic components to each other and sys-
tem piping.  Push-Quick Fittings gener-
ally provide higher flows than barbed
fittings, and allow full flow through the
hose/tubing I.D. with no smaller orifice
required as in barb fittings. Push-Quick
Fittings and tubing are available in
many styles and sizes.

www.clippard.com

NEW! Clippard Catalog
Clippard’s new 388-page full line catalog,
with technical information, product applica-
tions, features, specifications, color photo-
graphs, and technical drawings for over
5,000 standard products is now available.
It's your complete source for miniature fluid
power products. Request your free copy
today!

Call 513-521-4261 or visit Clippard at
www.clippard.com/catalog-b to request a
free catalog.
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