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High temp transfer tapes 

Adchem Corp. has announce the 7740 se-
ries of high shear, high temperature adhe-
sive transfer tapes with bond strengths suf-
ficient for splicing metal coils and other 
demanding applications. Testing has dem-
onstrated resistance to thermal cycling, salt 
solution, acid, brake fluid and UV environ-
ments. The 7742-74 and 7745-74 durable 
transfer tapes, 2 and 5 mils respectively, 
consist of a pressure sensitive acrylic adhe-

sive system and provide shear strengths at 
temperatures up to 300ºF. The tape can be 
slit to widths down to 1/8 in.
adchem.com Info Card 357

Press-fit ball plungers

J.W. Winco has introduced metric size 
stainless steel press-fit ball plungers. The 
ball plungers are used as detents as well as 

for push-on/push-off applications and ejec-
tors. The housing, ball and spring are all 
made of stainless steel. Diameters from 4 to 
12 mm are available.
jwwinco.com Info Card 348

Liquid-tight cord grips

Heyco Products, Inc., has introduced a line 
of liquid-tight, straight-through cord grips 
that connect flexible cables and cords of di-
ameters up to 1.350 in. The Heyco-TITE 
line includes NPT, metric and PG threads in 
straight-thru configurations. The strain re-

lief products are UL listed, CSA certified, 
have an IP68 rating per DIN 40050, up to 
70 psi water pressure and 94V-2 flammabil-
ity rating.
cordscanada.com Info Card 354

Rubber/silicone bonding

Hiawatha Rubber has announced capabili-
ties of molding and bonding unique rubber 
and silicone formulations. The company is 
said to provide close tolerance, application 
specific molded rubber/silicone compo-
nents and bonding to valves, brackets, as-
semblies, gears, housings, and mechanical 
assemblies, requiring special formulations 
and surface finishes.
hiawatharubber.com Info Card 355

Low mass dispensing valve

I&J Fisnar has introduced the 135 g, 
CV629 cartridge valve, said to be one of 
the few valves that can be comfortably held 
in the hand without stress. Suitable for lu-
bricants, silicones and adhesives, it is de-
signed for manual operations where an 
operator needs to apply frequent dispens-
ing deposits. The valve is also recommend-
ed for automated systems, its stroke is ad-
justable and it is recommended for micro 
shots or fine-beads. Maximum fluid pres-
sure is 300 psi. 
ijfisnar.com Info Card 356

Keylocking thread inserts

Jergens, Inc. has expanded its thread repair 
insert line with several models to meet mil-
itary and aerospace specifications. The key-
locking inserts are said to be easy to install 
with standard drills and taps. “Keys” me-
chanically lock the insert into the base ma-
terial, holding better than spring or locking 
patches, which do not mechanically lock 
the insert, the company says. The inserts 
are offered in both stainless steel and car-
bon steel materials. 
jergensinc.com Info Card 361
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